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Single Phase Industrial Vacuums

TECHNICAL DATA Unit VHS110 ATEX VHS110 CIID2

Voltage V 230 120

Frequency Hz 50 60

Protection class IP 64 64

Insulation class Class F F

Rated power kW 1.1 1

Airflow without hose L/min 3600 2900

Vacuum max kPa 22 22

Sound pressure level dB(A) 76 76

Container capacity L 37 37

Main filter area cm2 10000 10000

Inlet mm 50 50

Length x Width x Height cm 56x57x124 56x57x124

Weight kg 42 44

VHS110 ATEX / ClassIIDiv2

When a singlephase is ATEX certified 
1.1 kW, suitable for the recovery of dry materials. VHS110 ATEX is suitable for Atex Z22 locations. Thanks to 
the brushless motor, this machine ensures high performance, it needs less maintenance and is suitable for 
continuous use. The innovative PullClean system effectively cleans the antistatic star filter while the vacuum is 
running.The optional HEPA14/ULPA15 upstream filter is the perfect choice when collecting fine dusts.
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TECHNICAL DATA Unit T30S CTS22 CTS40 CTT40

Voltage V 400 400 400 400

Frequency Hz 50 50 50 50

Protection class IP 55 55 55 55

Insulation class Class F F F F

Rated power kW 3 2.2 4 4

Airflow without hose L/min 5830 5300 7000 8900

Vacuum max kPa 31 30 23 18

Sound pressure level dB(A) 70 62 65 71

Container capacity L 50-100 50 50 50

Main filter area cm2 19500 19500 19500 19500

Inlet mm 70 70 70 70

Length x Width x Height cm 60x98x125-153 105x60x125 105x60x125 105x60x125

Weight kg 100-103 100 114 119

CTS 22 – CTS 40 – CTT 40

T30S

Compact, versatile and fully configurable 
2.2 and 4 kW power, the CTS-CTT series is suitable for the recovery of dry materials.
CTS models are equipped with lateral channel blower for a great vacuum and reduced airflow while CTT models 
mount a turbine, releasing a great airflow and less vacuum. The small size assures ease of movement,  
manoeuvrability, and allows to reach any place.

When power is essential 
3 kW power, suitable for the recovery of wet and dry materials, it is the right choice for production companies 
looking for a vacuum with a good price/quality ratio. Available in three different versions: with 50 or 100 liters 
container and with gravity unload system through polyethylene LDPE bag or Longopac®, the “endless” bag for 
dust collection. 

Threephase Industrial Vacuums
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T22 – T40 – T40W – T75

Tailored for metal production 
From 2.2 up to 7.5 kW, suitable for wet and dry materials. Different models for different needs, in particular 
the 4 kW model is available with double stage side-channel blower connected in series for a greater vacuum 
(model T40) or connected in parallel for an highest airflow (T40W). Ideal for the cleaning and maintenance 
of the plants. 

TECHNICAL DATA Unit T22 T40 T40W T75 T22PLUS T40PLUS T40WPLUS

Voltage V 400 400 400 400 400 400 400

Frequency Hz 50 50 50 50 50 50 50

Protection class IP 55 55 55 55 55 55 55

Insulation class Class I I I F F F F

Rated power kW 2.2 4.3 4 7.5 2.2 4.3 4

Airflow without hose L/min 5250 5250 8150 8900 5250 5250 8150

Vacuum max kPa 30 46 30 35 21 36 19

Sound pressure level dB(A) 68 72 72 74 67 71 71

Container capacity L 50-100 50-100 50-100 100 50-100 50-100 50-100

Main filter area cm2 19500 19500 19500 35000 19500 19500 35000

Inlet mm 70 70 70 70 70 70 70

Length x Width x Height cm 113x60x124-153 113x60x124-153 113x60x124-153 130x60x164 129x60x126-154 129x60x126-154 129x60x136-164

Weight kg 111-114 132-135 136-139 188 138 162 167

T22PLUS – T40PLUS – T40WPLUS – T40PLUS HE

Health and safety as standard
From 2.2 to 4.3 kW power, for dry materials. This series has been designed to assure safety to production companies, 

even in explosion risk areas (they are ATEX certified), moreover L-M-H class versions are suitable for the collection of 

toxic dust. The side channel blower in series on models T22PLUS and T40PLUS allows to reach a high vacuum, while the 

side channel blower in parallel on model T40WPLUS assures a greater airflow. Model T40PLUS HE performs efficiently with 

less energy consumption thanks to the induction motor producing a vacuum of 330 mbar and an airflow of 270 m3/h: 

no power limit but a reduced electricity demand from the first use. All TPLUS models can be customized. 

Threephase Industrial Vacuums
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TECHNICAL DATA Unit 3707 3707/10 3907 3907W 3907/18 3997 3997C 3997W 3997WC

Voltage V 230/400 230/400 230/400 230/400 230/400 400 400 400 400

Frequency Hz 50 50 50 50 50 50 50 50 50

Protection class IP 55 55 55 55 55 55 55 55 55

Insulation class Class F F F F F F F F F

Rated power kW 5.5 7.5 11 11 13 20 20 20 20

Airflow without hose L/min 8100 13500 8400 15300 18600 18600 18600 36000 36000

Vacuum max kPa 35.3 24.5 43.1 29.4 29.4 44 44 25 25

Sound pressure level dB(A) 78 78 78 78 78 79 79 78 78

Container capacity L 175 175 175 175 175 175 175 175 175

Main filter area cm2 35000 35000 35000 35000 35000/66000 66000 110000 98000 110000

Inlet mm 100 100 100 100 100 100 100 120 120

Length x Width x Height cm 160x80x181 160x80x181 160x80x181 160x80x181 160x80x181 200x90x215 200x90x215 200x90x215 200x90x215

Weight kg 291 305 411 324 360 650 697 650 697

 * Electric filtershaker as standard

3707-3907 series

Endless power for endless possibilities 
From 5.5 up to 13 KW, these industrial vacuums are suitable for the recovery of wet & dry materials. They are 
strong, powerful and reliable, therefore they are ideal for continuous and heavy-duty uses. The wide filter area 
and the great capacity of the container avoid machinery downtimes. Different models for different needs: greater 
vacuum pressure, greater air flow or greater power. These vacuums are the most requested by the heavy industry.

3997 – 3997W – 3997WC

First class power 
22 kW power, these models are suitable for the recovery of wet and dry materials. For continuous, heavy duty use, 
these industrial vacuums can be connected to a fixed central system thanks to their high power. The electric filter 
shaker is mounted as standard.

Threephase Industrial Vacuums
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TECHNICAL DATA Unit VHO200 ECO-OIL 13 ECO-OIL 22

Voltage V 230 230 400

Frequency Hz 50 50 50

Protection class IP 44 43 55

Insulation class Class I B F

Rated power kW 2.4 1.3 2.2

Airflow without hose L/min 4500 2675 5100

Vacuum max kPa 23 31.3 32.3

Sound pressure level dB(A) 70 70 71

Shaving capacity L 22 30 30

Liquid capacity L 75 180 180

Inlet mm 50 50 50

Length x Width x Height cm 58x88x123 67x105x150 67x105x150

Weight kg 60 120 135

All models are equipped with anti-oil wheels with breakes.
All seals are in rubber anti-oil.

VHO 200

ECO-OIL 13 – ECO-OIL 22

Collecting liquids has never been so easy! 
2.4 kW power, this singlephase industrial vacuum has been designed to collect up to 75 litres of any kind of 
liquid, also mixed with solid materials, and discharge them very fast by simply activating the valve to change 
the suction into a blowing flow. It is equipped with a chip basket that can separate solid materials from liquids.

Vacuum oil to save oil
1.3 kW singlephase and 2.2 kW threephase respectively, models ECO-OIL 13 and ECO-OIL 22 are specifically designed 
to recover oil, viscose liquids and chips, separate the solids from the liquids by means of “macrofiltration”and allowing 
the operator to recycle the recovered oil.

Industrial Vacuums for Oil and Chips
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Industrial Vacuums for Additive Manufacturing

TECHNICAL DATA Unit VHS110 Z22 
EXA IS

T22PLUS L100 LC 
Z22 EXA IS

T40WPLUS L100 
Z22 EXA IS

VHC110 Z1 EXA IS VHC120 Z1 EXA IS VHC200 L100 Z1 
EXA IS

Voltage V 230 400 400 - - -

Frequency Hz 50 50 50 - - -

Protection class IP 64 65 65 - - -

Insulation class Class F F F - - -

Rated power  kW 1.1 2.2 4 - - -

Air consumption  Nl/min - - - 630 1260 2650

(at 6 bar of pressure)

Required pressure bar - - - 4/7 4/7 6 Max

Airflow without hose L/min 3600 5250 8150 1980 3360 5580

Vacuum max  kPa 22 21 19 32.5 32.5 38

Sound pressure level  dB(A) 73 67 71 71 72 70

Max. dust quantity* L 4* 6* 6* 4* 4* 6*

Main filter type Antistatic M-class 
star filter

Antistatic M-class 
star filter

Antistatic M-class 
star filter

Antistatic M-Class 
star filter 

Antistatic M-Class 
star filter 

Antistatic M-Class 
star filter 

Main filter area  cm2 10.000 19.500 35.000 10.000 10.000 19.500

Inlet mm 50 70 70 50 50 70

Length x width x height mm 560x570x1240 1290x600x1540 1290x600x1640 270x560x1240 570x560x1240 910x600x1590

Weight kg 42 138 167 37 37 70

* The maximum collection capacity derives from the presence of the inertization system. Local Standard requirements may impose even stricter limits, in terms of max
collectable powder quantity.

The industrial vacuum cleaner is an important tool in the additive manufacturing, 
mainly during the changeover working cycles and at the end of the process. Nilfisk has 
designed a specific range of products and solutions for this segment, certified by third 
notified bodies, in compliance with the strictest European and American regulations 
(BG109 and NFPA484 rev. 2018).
The range includes singlephase, threephase and compressed air vacuum cleaners, 
equipped with the immersion separator container, which is the ideal solution when 
combustible dust has to be recovered.
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TECHNICAL DATA Unit IVT1000 IVT1000
H-CLASS

IVT1000
SAFE PACK

VHS110 CR

Voltage V 220-240 220-240 220-240 230

Frequency Hz 50-60 50-60 50-60 50

Protection class IP 40 40 40 54

Insulation class Class - - - I

Rated power kW 1.2 1.2 1.2 1

Airflow without hose L/min 2283 2100 2100 2967

Vacuum max kPa 19.8 20 20 20.5

Sound pressure level dB(A) 61 61 61 76

Container capacity L 12.5 12.5 - 37

Dust bag capacity L 6.5 8 6.5 -

Main filter area cm2 2100 2573 2573 10000

Inlet mm 32 32 32 50

Length x Width x Height cm 30x30x62.5 30x30x72.5 30x30x70 56x57x124

Weight kg 9 11.5 9 39

IVT1000

VHS110 CR

The vacuum for cleanrooms
Small vacuum unit, ideal for clean rooms, where maximum sterilization and full contamination control are 
standard requirements. It is quiet and can be completely sterilized, the right solution for recovering small 
quantities of toxic (or even potentially lethal) powder (HEPA/ULPA filtration).

Cleanroom-friendly, wet & dry
Wet&Dry single phase vacuum cleaner for cleanrooms. The GMP design and the stainless steel execution make it 
extremely easy to clean and sanitize.
The ULPA15 downstream filter avoids contamination of the cleanroom area, as well the optional upstream HEPA14 
or ULPA15 filter secure the highest filtration efficiency in case of very fine dust.

Industrial Vacuums for Food, Pharma and OEM
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TECHNICAL DATA Unit VHW200 VHW201 VHW210 VHW211 VHW310 VHW311

Voltage V 400 400 400 400 400 400

Frequency Hz 50 50 50 50 50 50

Protection class IP 55 55 55 55 55 55

Insulation class Class I I I I I I

Rated power kW 0.45 0.45 0.85 0.85 1.5 1.5

Airflow without hose L/min 1192 1192 1933 1933 3500 3500

Vacuum max kPa 14.8 14.8 21 21 24 24

Sound pressure level dB(A) 56 56 62 59 61 60

Container capacity L 1 6.5 6.5 6.5 15 15

Main filter area cm2 1330 1840 1840 1840 4200 4200

Inlet mm 40 40 40 40 50 50

Length x Width x Height cm 53x27x41.5 42x43x82 64x33x47.5 42x43x82 42x71x90.5 42x71x90.5

Weight kg 17 25 23 31 49 61

VHW310 – VHW311

Best onboard vacuum technology 
1.5 kW power. Ideal to be integrated into process machine where only a limited space is available and high perfor-
mances are required. Model VHW311 can be easily upgraded on the field with absolute filter and wheels, so as to 
become a mobile industrial vacuum. 

Industrial Vacuums for Food, Pharma and OEM

VHW200 – VHW201 – VHW210 – VHW211

The most compact vacuum cleaners for automated applications
From 0.45 up to 0.85 kW power, these three-phase fixed industrial vacuums are the smallest of Nilfisk range 
and are ideal to be integrated in process machines for the extracting and recovering of small quantities of 
dust or trimmings. Designed in compliance with GMP requirements, they are quiet and provide excellent 
filtration thanks to the main filter bag and the HEPA H14 upstream absolute filter as standard.
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VHW320 – VHW321

Multifunctional innovation 
1.5 kW power. Ideal to be used both as equipment of process machines and/or for cleaning and maintenance 
activities, they mount the new PullClean system to clean effectively the cartridge filter while the vacuum is 
running. VHW321, thanks to its innovative and smooth design, is extremely easy to clean and sanitize (GMP 
conformity). The H-class certified vac allows the safe replacement of the absolute filter without getting in 
contact with hazardous material.

TECHNICAL DATA Unit VHW320 VHW321 VHW420 VHW421

Voltage V 400 400 400 400

Frequency Hz 50 50 50 50

Protection class IP 55 55 55 55

Insulation class Class F F F F

Rated power kW 1.5 1.5 2.2 2.2

Airflow without hose L/min 3200 3200 5100 5100

Vacuum max kPa 18.5 18.5 19 19

Sound pressure level dB(A) 60 61 63 65

Container capacity L 25 25 46 46

Main filter area cm2 10000 10000 20000 20000

Inlet mm 50 50 70 70

Length x Width x Height cm 44x78x117 44x73.5x117 54x97x139 54x97x139

Weight kg 73 83 100 113

VHW420 – VHW421

When hygiene meets performances 
2.2 kW power. Model VHW420 has been designed to ensure the highest performances in fully automated  
applications operating 24/7. Model VHW421 is the perfect symbiosis between performances and hygienic design for 
GMP requirements, it is easy to clean and sanitize but powerful.

Industrial Vacuums for Food, Pharma and OEM
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Industrial Vacuums for Food, Pharma and OEM

VHW440

The highest performances for total hygiene productions 
4 kW power, it provides excellent performances in terms of vacuum, airflow and filtration for the total cleaning of 
production areas. 

TECHNICAL DATA Unit VHW440

Voltage V 400

Frequency Hz 50

Protection class IP 55

Insulation class Class F

Rated power kW 4

Airflow without hose L/min 7000

Vacuum max kPa 23

Sound pressure level dB(A) 67

Container capacity L 46

Main filter area cm2 20000

Inlet mm 70

Length x Width x Height cm 54x97x139

Weight kg 113
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R series

The fastest way to collect trims
From 0.85 to 4 kW power, suitable for the recovery of trims and cuttings (paper, plastic, textile) from production lines. 
Suction power, construction features and dimensions are therefore tailored according to the production machines they 
need to serve.

TECHNICAL DATA Unit R104 R154 R155 R305 3507W R

Voltage V 230/400 230/400 230/400 230/400 230/400

Frequency Hz 50 50 50 50 50

Protection class IP 55 55 55 55 55

Insulation class Class F F F F F

Rated power kW 0.9 1.1 1.1 2.2 4

Airflow without hose L/min 2600 3300 3300 5100 8600

Vacuum max kPa 23 21 21 31 29

Sound pressure level dB(A) 68 72 72 75 74

Container capacity L 114 114 150 150 215

Main filter area cm2 11500 11500 14350 14350 19000

Inlet mm 50 50 50 50 70

Length x Width x Height cm 56x120 56x120 66x125 66x125 120x70x140

Weight kg 38 40 47 61 155

Industrial Vacuums for Packaging and Trims
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TECHNICAL DATA Unit 3VT 3VT / 25 9505 A128 A136 PCT421FG PCT320FG

Voltage V 400 400 220/400 220 220 400 400

Frequency Hz 50/60 50/60 50/60 50/60 50/60 50/60 50/60

Protection class IP 54 54 55 40 40 55 55

Insulation Class F F F F F F F

Rated power W 0,55 0,75 0,36 1 1 2,2 1,5

Airflow max m3/h 267 417 1300 2700 2700 3960 3180

Vacuum max kPa 74 74 - 21 21 19 18,5

Sound pressure level dB(A) 61 61 62 74 74 65 60

Hooper capacity L 11 11 198 8 16 7 7

Required pressure bar 4/6 4/6 - 4/6 4/6 - -

Air consumption nl/sec, 
6 bar

0,2 0,2 - 0,56 0,56 - -

Main filter area cm2 1200 1200 11000 7500 14100 20000 19500

Inlet mm 30 30 60 40 50 50 70

Hopper LxWxH cm 27.5x27.5
x54.2

27.5x27.5
x54.2

- 44x30x73 55x40x87 49.1x36.5
x59.3

49.1x36.5
x59.3

Hopper weight kg - - - 14 18 7 7

Trolley + motor 
LxWxH

cm 76x46x87 76x46x87 120x61
x120

- - 90x46x145 90x50x139

Complete trolley kg 78 78 104 - - 55 73

Material AISI 304/316L AISI 304/316L AISI 316L AISI 304 AISI 304 AISI 304/316L AISI 304/316L

Conveying capability 
up to

kg 500 500 700* 300 350 500 250

*Capsules per second

Pneumatic Conveyors

Electric pneumatic conveyors generate vacuum through side channel blowers. Compliant with Regulation 
1935/2004, they can be used in the food and pharmaceutical industry. The range includes:
	· 3VT Series – conveyor for powder mixtures up to 500 kg/h and/or grains smaller than 1 mm. No demixing of the material.
	· 9505 Series – blowing-based conveyor for empty capsules.
	· A128X Series with single-phase brush motor – conveyor for materials up to 300 kg/h and grains larger than 1 mm.
	· PCT421FG Series – conveyor, to transfer fragile products to the packaging machine. 
	· Modular systems: custom-made solutions for specific applications.
The “Modular system” line includes custom-made solutions for specific applications.

ELECTRIC PNEUMATIC CONVEYORS



Centralized vacuum systems are the perfect tool to efficiently clean wide areas, with a lot of floor space, large 
amounts of waste to collect and even when interconnected to process machines to provide vacuum where 
needed.
Many the advantages: 
	· It allows to collect materials from many inlets simultaneously; 
	· it can work continuously, allowing an immediate saving on resources;
	· vacuumed materials are collected in one single container, placed either inside or outside the factory, making 

it easier for the operators to provide for their disposal or recycling.

Centralized vacuum systems consist essentially of a suction unit, a control panel, a filtration system, a discharge 
system and a series of pipes with inlets in the requested positions. 
The new range has been designed in order to be modular, silent, green. Simply smart.

CENTRALIZED VACUUM SYSTEMS

A

B

C

D

E
F

G

H

A Suction Unit

B Silo/Filter Chamber

C Pipeline

D Inlet for the tools quick connections

E Liquid pre-separator

F Heavy Duty Pre-Separator

G Hot material pre-separator

H Process machines interconnection

91

Centralized Vacuum Systems
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TECHNICAL DATA GM 80P LC

Rated power (W) 1200

Inlet (mm) 38

Container capacity (l) 12.25

Main filter type COTTON

Suction power end of tube (W) 270

Main filter area (cm²) 2100

Length x width x height (mm) 390x300x410

Weight (kg) 8

FEATURES

Detachable cord •

Robust steel chassis •

Fleece filter bag •

Washable filter •

L-class hazardous dust approval •

STANDARD EQUIPMENT

HOSE 38/32MM 2M STEEL BENT END 12097500

EXTENSION TUBE D32 11112401

BRUSH ROUND GREY 100 NATU 11276901

CREVICE NOZZLE KIT 81140900

COMBI NOZZLE ROLLER PC D32 140 8492 510

FILTER COTTON GS/GM 80 61543000

MICRO-STATIC FILTER 11641000

TUBE BENT END D32 STEEL KIT 107402630

ITEM NO. 107418493

Lightweight and portable, the Nilfisk GM 80P is the 
symbol of Nilfisk quality and provides durability, high 
performance and efficient cleaning – required by dust 
control professionals.
The sturdy aluminium container means that the vacuum 
cleaner is almost indestructable and therefore especially 
suitable for rough and heavy duty cleaning.
Mounted on a strong steel trolley with large rubber 
wheels, the machine is easy to manoeuvre. Ideal 
for e.g. production lines, chemi/pharma industries, 
hospitals and offices.

Lightweight and heavy-duty performance

GM 80P – Single-phase Dry

•	 Low noise operation
•	 Washable filter in Polyester or Cotton material
•	 PTFE (non-stick) and Nomex (heat resistant) filter 

optional
•	 9 liters container capacity
•	 Lightweight aluminium construction – built for 

years of heavy duty cleaning
•	 Unique dual filter solution avalaible with HEPA or 

ULPA exhaust filters
•	 Bagless operation possible
•	 Dust class L-certification
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TECHNICAL DATA VHS 40 L30 PC 220-240V 50/60HZ EU VHS 40 L40 LC FM IC 220-240V 50/60HZ EU

Airflow rate (l/min.) 4500 4500

Vacuum (mbar/kPa) 250/25 250/25

Power Pmax (W) 1400 1400

Power Piec (W) 1200 1200

Mains connection (V/~/Hz/A) 230/1/50-60/16 230/1/50-60/16

Working sound level (dB(A)) 60 60

Container volume (l-max) 30 42

Main filter type PTFE PTFE

El cable (m) 7.5 7.5

Filter cleaning system Push&Clean InfiniClean

Length x width x height (mm) 565x385x520 565x385x600

Weight (kg) 14.5 16

FEATURES

Softstart • •

Anti-static system • •

Push&Clean filter cleaning •

Hose and cable holder • •

InfiniClean •

Disposal bag 1 pcs •

Fleece filter bag 1 pcs. • •

STANDARD EQUIPMENT

FLAT FILTER PTFE M-CLASS 1 PCS 107413540 107413540

CURVED HAND TUBE Ø36MM SS 46691

EXTENSION TUBE Ø36 2X505MM SS 107408074 107408074

TOOL ADAPTER WITH SUCTION REGULATION D32 107409977

HOSE Ø36X4000 MM AS RED 107413544

UNIV HOSE WITH HAND TUBE D32X3500 CPL. 107409976

FLOOR NOZZLE Ø36X300MM 302002331

FLOOR NOZZLE D36X400MM W/D 302003666

CREVICE NOZZLE D36X200 29541 29541

ITEM NO. 107412160 107412165

The VHS 40 vacuum cleaner series sets a new standard 
for design and feature level of the Nilfisk wet & dry 
vacuum portfolio. With innovative filtration system, 
improved performance and robust design, this 
range represents a superior solution for professional 
customers looking for a safe and reliable machine. 
VHS 40 comes with more suction power, sealed dust 
system, automatic filter cleaning and several other user 
benefits – designed to meet the tough requirements 
within manufacturing and building and construction 
industries.

Superior and powerful vacuum cleaner

VHS 40 – Single-phase Wet & Dry

•	 InfiniClean™ – Automatic filter cleaning system 
with minimized performance loss

•	 PTFE long-life filter with non-stick membrane and 
minimum 99,9% filtration efficiency

•	 Push&Clean™ – Semi-automatic filter cleaning 
system.

•	 Dust class L certification
•	 Unique dual filter solution available with HEPA 

filtration.
•	 Robust container with steel castors and bumper.
•	 MultiFit accessory system for the ultimate in task 

flexibility
•	 Flexible rubber straps, tool box storage and optional 

trolley handle for convenient storage and transport
•	 Optional motor cooling filter, exhaust air collector 

and Long-Life filter bag



94

TECHNICAL DATA VHS 42 L30 HC PC 220-
240V 50/60HZ EU

VHS 42 L30 MC PC 220-
240V 50/60HZ EU

VHS 42 L40 HC IC 220-
240V 50/60HZ EU

VHS 42 L40 MC IC 220-
240V 50/60HZ EU

Airflow rate (l/min.) 4500 4500 4500 4500

Vacuum (mbar/kPa) 250/25 250/25 250/25 250/25

Power Pmax (W) 1400 1400 1400 1400

Power Piec (W) 1200 1200 1200 1200

Mains connection (V/~/Hz/A) 230/1/50-60/16 230/1/50-60/16 230/1/50-60/16 230/1/50-60/16

Working sound level (dB(A)) 60 60 60 60

Container volume (l-max) 30 30 42 42

Main filter type PTFE/Cellulose H-class PTFE PTFE/Cellulose H-class PTFE

El cable (m) 7.5 7.5 7.5 7.5

Filter cleaning system Push&Clean Push&Clean InfiniClean InfiniClean

Length x width x height (mm) 565x385x520 565x385x520 565x385x605 565x385x605

Weight (kg) 14.5 14.5 16 16

FEATURES

Softstart • • • •

Dual filter system • •

Anti-static system • • • •

Push&Clean filter cleaning • •

InfiniClean • •

Disposal bag 1 pcs •

Fleece filter bag 1 pcs. • •

STANDARD EQUIPMENT

FLAT FILTER PTFE M-CLASS 1 PCS 107413540 107413540 107413540 107413540

FILTER ELEMENT Ø140X75 H-CLASS/HEPA 107413555 107413555

CURVED HAND TUBE Ø36MM SS 46691 46691 46691 46691

EXTENSION TUBE Ø36 2X505MM SS 107408074 107408074 107408074 107408074

TOOL ADAPTER D27 QUICKSYSTEM 302000535 302000535 302000535 302000535

HOSE Ø36X4000 MM AS RED 107413544 107413544 107413544 107413544

FLOOR NOZZLE Ø36X300MM 302002331 302002331

FLOOR NOZZLE D36X400MM W/D 302003666 302003666

CREVICE NOZZLE D36X200 29541 29541 29541 29541

ITEM NO. 107412162 107412161 107412167 107412166

The VHS 42 M/H dust extractor series sets a new 
standard for design and feature level of the Nilfisk 
wet & dry vacuum portfolio. With innovative filtration 
system, improved performance, robust design and 
dust class M/H certification, this range represents a 
superior solution for professional customers looking for 
a reliable machine to protect workers health and safety. 
VHS 42 M/H comes with more suction power, sealed 
dust system, automatic filter cleaning and several 
other user benefits – designed to meet the tough 
requirements in building & constructions and other 
industries when picking up hazardous dust.

Powerful and safe dust extractor for hazardous dust

VHS 42 M-H – Singlephase for hazardous dusts

•	 InfiniClean™ – Automatic filter cleaning system 
with minimized performance loss

•	 PTFE long-life filter with non-stick membrane and 
minimum 99,9% filtration efficiency

•	 Push&Clean™ – Semi-automatic filter cleaning 
system on selected models.

•	 Dust class M and H certification including Asbestos
•	 Unique dual filter solution available for H-class/

HEPA – including 3-stage filtration
•	 Flow sensor with combined acoustic and LED 

warning
•	 Robust container with steel castors and bumper.
•	 MultiFit accessory system for the ultimate in task 

flexibility
•	 Flexible rubber straps, tool box storage and optional 

trolley handle for convenient storage and transport
•	 Optional motor cooling filter, exhaust air collector 

and Long-Life filter bag
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TECHNICAL DATA IVB 961-0L

Rated power (W) 2x1200

Inlet (mm) 50 MultiFit

Dust class L

Container capacity (l) 70

Main filter type PET

Suction power end of tube (W) 270

Main filter area (cm²) 7800

Length x width x height (mm) 580x600x970

Weight (kg) 30

FEATURES

Tilting container •

Anti-static system •

Wet & dry performance •

Low working sound level •

Stainless steel container •

Push&Clean filter cleaning •

Fleece filter bag 1 pcs. •

STANDARD EQUIPMENT

FILTER ELEMENT D275X187 PET NANO M-CLASS 107400562

UNI. SUCTION HOSE Ø38X4000MM EVA 302002796

CURVED HAND TUBE D38 MM SS 302002889

EXTENSION TUBES R38 2X500 KIT 107402474

FLOOR NOZZLE D38x400 WET AND DRY 302002798

CREVICE NOZZLE Ø38x300 MM PP 302002890

ITEM NO. 302002914

Whether it’s a factory floor or warehouse loading dock, 
when spills happen they need to be cleaned quickly 
and effectively. Apart from the mess, unattended spills 
can create a hazard that can prove both dangerous and 
costly.

A versatile, high-performance unit for demanding day-in/ day-out 
vacuumings

IVB 961-0L – Industrial Health & Safety Wet & Dry

•	 Two motor industrial performance
•	 Washable PET Fleece, big surface filter for high 

efficiency and low maintenance costs
•	 Push & Clean filter cleaning system for high 

efficiency
•	 Stainless steel tiltable and removable 70 L container 

for easy handling and disposal
•	 Complete package with 38 mm accessories with 

stainless steel tubes and 400 mm wet&dry floor 
nozzle

•	 10 meter cable for a large working radius
•	 Applicable for wet & dry pick up by reliable floating 

system
•	 Robust fleece filter bag standard
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TECHNICAL DATA IVB 965-0L IVB 965-2H/M

Rated power (W) 2x1200 2x1200

Inlet (mm) 50 MultiFit 50 MultiFit

Dust class L H/M

Container capacity (l) 50 50

Main filter type PET Nano Paper/Glass Fibre

Suction power end of tube (W) 270 270

Main filter area (cm²) 7800 7800

Length x width x height (mm) 615x690x990 615x690x990

Weight (kg) 45 45

FEATURES

Anti-static system • •

Motor speed control • •

Low working sound level • •

Washable PET fleece filter •

XtremeClean filter cleaning • •

Disposal bag 1 pcs • •

STANDARD EQUIPMENT

FILTER ELEMENT D275X187 H-CLASS 107400564

FILTER ELEMENT D275X187 PET NANO M-CLASS 107400562

DISPOSAL BAG ATTIX 7 5 PCS 302001480 302001480

SAFETY FILTER BAG H ATTIX 9. 5 PCS 302003473

ITEM NO. 302002916 302002917

The tougher the cleaning, the better the vacuum 
cleaner needs to be. This is why so much thought has 
gone into the design of the IVB 965-21 SD. With 7200 
ltr. per minute of air flow, and 3000 W of maximum 
power, it is capable of fast, productive cleaning of dirt, 
metal chips and liquid spills.

For heavy-duty industrial cleaining and hazaradous dust collection

IVB 965 SD XC – Industrial Health & Safety Wet & Dry

•	 Two motor industrial performance
•	 XtremeClean fully automatic filter cleaning system 

for high efficiency also in H class
•	 Big surface filter for high efficiency and low 

maintenance costs
•	 Stainless steel sit down container for easy handling 

and disposal
•	 10 meter cable for a large working radius
•	 Disposal bag standard
•	 Socket for automatic on/off (only -2H/M model)
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TECHNICAL DATA IVB 7-M ATEX TYPE 22

Rated power (W) 1200

Inlet (mm) 50 type 22

Dust class M

Container capacity (l) 70

Main filter type PET

Suction power end of tube (W) 270

Main filter area (cm²) 3000

Length x width x height (mm) 580x605x970

Weight (kg) 27.2

FEATURES

Filter bag •

Motor speed control •

Automatic On/Off-elec. tools •

ATEX hazardous TYPE 22 approval •

Extra socket for tool •

STANDARD EQUIPMENT

FILTER ELEMENT Ø185X140 PET M-CLASS 302000490

HOSE Ø36X4000MM W COUPLING TYPE 22 44193

ITEM NO. 302001895

The IVB 7X M class is equipped with the unique EC 
drive motor system. This ensures long live time and 
enables use in ATEX zone 22 areas. The IVB 7X is 
approved according to ATEX directive 94/9/EC for the 
use in Zone 22.

Approved for healthy- and explosion prof cleaning

IVB 7X – ATEX TYPE 22 – Industrial Health & Safety Wet & Dry

•	 Safety vacuum cleaner for dustclass M ATEX Zone 
22 approved

•	 single phase vacuum cleaner EC drive motor 
technology, long life / ATEX applications

•	 SoftStart: A gentle motor startup keeps the starting 
current low. For easy starting on limited electrical 
systems Auto On/Off. In combination with powered 
tools the machine starts and stops automatically 
when you start or stop the power tool Tilt or 
LiftOut container emptying.

•	 The 70 liter stainless steel container can be easily 
tilted in the frame or lifted off for emptying.
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TECHNICAL DATA IVB 995 ATEX TYPE 22

Rated power (W) 2x1100

Inlet (mm) 50 Type 22

Dust class H/M

Container capacity (l) 50

Main filter type Paper/Glass Fibre

Suction power end of tube (W) 270

Main filter area (cm²) 10000

Length x width x height (mm) 615x690x990

Weight (kg) 45

FEATURES

Softstart •

Anti-static system •

Low working sound level •

M-class hazardous dust approval •

H-class hazardous dust approval •

ATEX hazardous TYPE 22 approval •

XtremeClean filter cleaning •

STANDARD EQUIPMENT

FILTER ELEMENT D275X187 H-CLASS 107400564

MOTOR COOLING AIR FILTER ATTIX9/IVB9 107400041

ITEM NO. 302002919

The IVB 995-0H/M SD XC TYPE 22 is the most 
powerful two-motorvacuum cleanerthat is approved 
to be used for both Mand H-Class dust in Zone 22 
environments. Featuring XtremeClean filter cleaning 
and a Stainless Steel SitDown container. The perfect 
concept for Industrial use where safety is a must.

Health&Safety Wet&Dry vacuum cleaners for ATEX Zone 22 explosive 
dust

IVB 995 ATEX TYPE 22 – Industrial Health & Safety Wet & Dry

•	 Industrial specifications, robust construction, and 
powerful... the definition of IVB 9

•	 Approved for ATEX Zone 22,M andH Class
•	 2 Brushless EC (Electronic Controlled) motors
•	 Two motor Industrial performance
•	 XtremeClean fully automatic filter cleaning system 

for high efficiency in H and M Class
•	 Big surface H Class filter for high efficiency and low 

maintenance costs
•	 Stainless Steel SitDown container for perfect 

handling and disposal
•	 10 meter cable for a large working radius
•	 Disposal and Safety filter bag standard
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Overview of accessories

MAC/floor kit (38mm)
Multi fit rubber hose (38mm)

Oven cleaning set
Ø38mm

Industrial set
Ø50mm

Vacuum cleaner kit
For special health and safety applications

Chip set
Ø50mm

Fixed floor nozzle
Type 22, Ø50x600 mm

Pipe cleaning nozzle filter bag sets, 5 pcs. Safety filter bag, 5 pcs.
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Benefits with real value
Equipment is an investment, and Nilfisk Service protects that investment by maintaining  
the durability and performance of your Nilfisk machine.

With Nilfisk Service, you can:

•	 Maximize uptime with proactive maintenance and timely repairs and restoration

•	 Protect equipment value with documented service and Nilfisk-certified spare parts

•	 Keep maintenance costs low and predictable

With the goal of sustaining efficient performance and productivity over an entire equipment lifecycle, Nilfisk Service 
helps ensure the viability of your cleaning operation.
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Quality service – scaled  
to match your needs

Nilfisk offers three  
Service Solutions, each  
with a unique offering.

 Optional / adjustable

STANDARD
Professional 
maintenance

PLUS
Optimized 

productivity

PREMIUM
Maximized 

uptime

M
A

IN
TE

N
A

N
C

E

Annual maintenance visits 1	 2	 2	

Travel

Labor – planned maintenance

R
EP

A
IR

S

Response time 48H 48H 24H

Travel Discount

Labor – inspection & repair Discount

PA
R

TS

Spare parts

Consumables Discount 	

Batteries & chargers Discount 	

A
D

D
IT

IO
N

A
L 

B
EN

EF
IT

S Extended warranty

Service reports

Dedicated technician

Loan machine 	

Weekend coverage 	

The conditions and specifics of each element included in 
Nilfisk Service Solutions may be subject to local availability.

Global reach, 
local presence
Nilfisk is a global industry 
leader, but we take pride in 
solving local challenges – 
including yours. We know how 
important it is to maximize 
uptime, and we’re committed 
to helping you achieve your 
business targets, no matter the 
scale of your operation.




